USE PROSET FIRESTOP PENETRATORS, OR EQUAL FOR ALL PIPE PENETRAT|IONS
AND FIXTURE OPENINGS THROUGH FIRE RATED FLOORS AND WALLS.
BUILDING CODE REQUIRED SYSTEM NUMBERS ARE LISTED & DETAILED BELOW.

BELOW SYSTEM NUMBERS CAN BE FOUND IN THE WARNOCK HERSEY DIRECTORY
OR CAN BE CHECKED ON THE WARNOCK HERSEY WEBSITE AT WWW.ITSQS|COM

PLUMBING — PLASTIC DWV o PLUMBING — CAST IRON DWV
PVC ABS CPVC CONDENSATE CAST IRON NO-HUB WASTE VENT CONDENSATE
rree or cast
Felbridfon
MECHANICAL — FIRE PROTECTION
COPPER — STEEL — CPVC SPRINKLER
TYFE GF FIRE FATED CoNSTRUETION
ee or wecranfar
PENETRATION
PLUMBING — WATER & GAS
COPPER — STEEL — CPVC — POLYBUTYLENE
TVPE o TIRE RATED CORSTRUETIGN
FIRESTOP PENETRATOR DETAILS
[ ELECTRICAL
EMT CONDUIT —
PLUMBING — ACID WASTE DWV )

DURIRON — GLASS — POLYPROPYLENE

TYPE OF FIRE RATED CONSTRUCTION




